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USA
Los Angeles Balta worldwide

Balta is the largest producer of textile floor coverings in Europe. 
With a consolidated net turnover of 668 million Euros (PF 2016) 
its products are exported to more than 135 countries worldwide.

Balta comprises: woven and tufted area rugs (balta home), wall-to-wall carpets and residential carpet tiles 
(balta carpets and ITC), wall-to-wall contract carpet and commercial carpet tiles (arc edition, modulyss 
and Bentley), and needle felt and technical non-wovens (Captiqs).

Balta has nine production sites worldwide, six of which are located in Belgium, 
one in Los Angeles, USA, two in Uşak, Turkey, a distribution centre in Sint-Niklaas,  
Belgium and another in Dalton, USA, that serves the North American market.

Thanks to the efforts and energy of its 3.868 employees, the Balta Group delivers  
a professional, customer-focused approach to its business, and as a result enjoys  
a reputation as a quality partner for companies in many markets.

Market leading creativity, strongly enforced vertical integration and operational excellence 
at every level are the key driving forces for the Balta Group’s strategy. 

Sustainable development across all of its activities is also an important consideration for Balta. 
As part of this sustainable energy initiative, the company has invested in one of the largest solar panel 
projects in the Benelux region in order to supply renewable energy to fuel its production facilities.

Balta aims to deliver customers superior quality and service in everything it does.  
Balta stands for the most reliable company in the sector for all stakeholders.

Tom Debusschere
CEO Balta Group

3ARC EDITION CATALOGUE2 ARC EDITION CATALOGUE



group

balta home

central services 
HR - Finance - ICT
Procurement
Operational excellence - HSE

woven and tufted
area rugs

tufted & woven 
broadloom carpet

(pp - wool)

residential  
carpet tiles

contract  
broadloom carpet

technical non wovens 
needle felt

contract  
carpet tiles

contract broadloom  
carpet & carpet tiles

tufted broadloom 
carpet (pa - ptt)

UK distribution  
operation for  

broadloom carpet

balta residential 
carpet & tiles

balta commercial 
carpet & tiles

balta non woven

brandsdivisions

Structure

Tielt (BE) Oudenaarde (BE)

Balta Floorcovering - Uşak (Turkey)

Bentley - Los Angeles (USA)

Sint-Niklaas (BE)

Two distribution centres

Dalton (USA)

Balta Orient - Usak (Turkey)

Zele (BE)

in Europa
N° 1

net turnover
€668 mio

export
95%

countries
135

carpets/day
70.000

employees
3.868

nationalities
44

solar panels
49.000 

per year
-5 mio kg CO2

Nine production sites

Head office - Sint-Baafs-Vijve (BE) 

Waregem (BE)

Avelgem (BE)
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Sustainability Statement

Social Commitment

Sustainability is not just a word within the Balta Group. 
Sustainability is about preserving our environment for future generations and 
valuing our customers, employees and shareholders.

Balta expects all its business to be conducted in compliance with 
high ethical standards of practice and is applying this commitment 
to all dealings with employees, customers, suppliers and other 
stakeholders.

Our working practices are conducted in adherence with high 
ethical and legal principles relating to:

• All employees having the right and responsibility to ensure 
compliance to the principles described above

• Compliance with Belgian and European law
• Human rights including child labour
• Discrimination or harassment
• Bribery and corruption
• Conflict of interest
• Privacy
• Community
• Whistleblowing

Health & Safety Policy Declaration
Balta, a world leader in the manufacturing and sales 
of wall-to-wall carpet and area rugs, has included 
Health & Safety Management as a core value of 
its policy. Safeguarding employees, visitors and 
external contractors against accidents and injuries  
is an essential part of our policy.

The management of Balta commits itself to:

• Meet all applicable legal requirements or other standards the 
company has subscribed to and that have an impact on Health 
& Safety risks of the company.

• Make continuous efforts to reduce the number of accidents and 
incidents.

This translates into the following policy elements:

• Senior management, all staff with managerial responsibilities and 
the delegates of the workforce are required to lead by example.

• The permanent analysis with execution of corresponding 
measures to reduce risks to an acceptable level.

• To provide instructions, training and information campaigns at all 
levels of the organisation.

• To continuously evaluate our performance by means of safety 
investigations and audits.

• To integrate Health & Safety aspects in all managerial and 
operational processes and flows.

The Health & Safety objectives have to be realised through 
maintenance and application of the Balta Safety System. The results 
on Health & Safety will be expressed in measurable indicators for 
close evaluation.

Everybody participates in this policy by strict adherence to the 
instructions and by his or her own individual safe behaviour.

Lean Manufacturing ISO 9001 certified
Balta sets out its objectives and commitment to 
quality assurance throughout the entire company 
with a quality policy statement.

To this end, Balta employs both internal objectives, through 
continuous productivity improvement and cost reduction consistent 
with LEAN Manufacturing principles, and external objectives, such 
as customer satisfaction through product conformity, convenient 
delivery times and customer service.

Product conformity is achieved through the maintenance and 
effective application of the ISO 9001 standard, to which the 
company places all necessary resources. This conformity must be 
increasingly met by facts and figures that are quantifiable.

Proper delivery times are achieved through accurately anticipating 

demand and through procedures that ensure correct and 
timely deliveries to the customer.

Service is translated into developing, producing 
and delivering a market-orientated product, so our 
customers can in turn provide their customers with 
good quality with the best possible service.

Quality assurance is a general and ongoing endeavour involving 
the personal responsibility and enthusiasm of every employee.
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For Balta, a leading manufacturer of broadloom tufted carpets and 
rugs, the environment is one of the main concerns of its everyday 
policy. Balta is convinced that this policy will not only contribute to a 
sustainable development and to the preservation of our ecosystem, but 
also to a competitive advantage for the company itself.

The board of directors and the management of Balta Industries nv commit to:

• comply with all applicable legal requirements and any other requirements that have 
been approved by the organisation and which relate to the environmental aspects of the 
company.

• create a framework for the permanent determination, assessment and improvement  
of the environmental objectives and the environmental assignment proposal.

• permanently improve and prevent environmental pollution.

This is translated into the following management objectives:

• to carry out all economically sound energy-reducing measures.
• to reduce water consumption, to reduce water discharge and to assess  

the re-use of water.
• to take anti-noise measures in case of transgression of the legal norms.
• to draw up the list of unclean water streams and to reduce them continually.
• to avoid soil pollution.

The environmental achievements must be achieved by the constant updating and the 
focused application of the ISO 14001-system, whereby the company commits itself 
to make the necessary resources available. As much as possible, these environmental 
achievements will be expressed and monitored in measurable indicators.

We realise, that taking care of the environmental policy implies a general and ongoing 
effort, for which every member of the Balta Group is concerned with his own sense of 
responsibility and his enthusiasm. Hence every internal and external member of the staff is 
regularly made aware of our environmental system.

The management
Tom Debusschere, CEO Balta Group

Environmental Policy statement Balta REACH 
statement

Green 
energy

Water

Waste  
reduction

Addressing  
climate change

REACH stands for Registration, Evaluation, Authorisation 
and Restriction of chemicals (European Reach Regulation 
1907/2006). REACH wants to ensure the safe use of chemical 
substances throughout the entire industrial chain. Balta has put all 
measures in place to ensure REACH compliancy.

Balta has invested in 3 solar energy projects with in 
a total 50.000 solar panels on 271.000m2 (equivalent to 
54 football pitches) of factory roof. Thanks to these solar panels, 
Balta will reduce CO2 emissions to just 95 Mio kg over the next 
20 years.

Water purification installations were built in Sint-Baafs-Vijve and 
Tielt for the treatment of water used in the production process. 
Both facilities are constantly being improved in order to satisfy 
the waste standards for surface water. Water saving measures 
are designed to reduce both the use of ground water and the 
discharge of waste water.

Balta has drastically reduced the quantities of production waste 
and improved its classification, which allows better recycling 
of certain materials. Since 2012 no waste has gone to landfill 
and since 2013 more than 75% of all waste generated is 
recycled. Everyone at Balta is consistently reminded to reduce 
waste wherever possible. We are committed to reduce the kg/
m2 waste by another 33% by 2020.

In 2004, Balta concluded a so-called ‘benchmark covenant’ with 
the Flemish Government. Starting with the goals laid down in 
the Kyoto protocol to reduce CO2 emission drastically, a phased 
plan was worked out to implement energy saving measures in all 
production sites. All production processes are optimised for energy 
use and concrete steps were taken such as better insulation of 
steam pipes, replacement of engines and lighting by more energy 
friendly alternatives, use of gas driven generators for electricity with 
heat recuperation and optimisation of ovens.
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The arc edition® collection comprises an array of high-performance class 32 and 33 heavy-duty 
flooring styles to provide a wealth of choice for a whole host of locations spanning the leisure, 
hospitality and office sectors. With the large offering of in-stock products (Service Collection) and 
the unlimited possibilities in bespoke Custom-made flooring, arc edition® has become one of the 
leading sources of commercial broadloom floors across the world.

CUSTOM-MADE COLLECTION  
CHOOSE TO CREATE

Create your individual style flooring

The arc edition® Choose to Create collection offers 
contract carpets printed with high-resolution 
Chromojet technology. Explore the nearly unlimited 
design possibilities & combine them with shades of our 
standard colour banksor request your special colours.

Have the prints realized on 1 of our 5 different 
high-performing carpets certified with usage Class 
33 or usage Class 32. Take advantage of our team 
accompanying you every step of the project – from 
creation to the finished flooring, From order processing 
to on-time delivery.

SERVICE COLLECTION 

On stock as roll or cut-length 

The Service Collection provides a wide-choice of 
in-stock textile floor-coverings suitable for use in 
demanding commercial environments.

- Selection of high-quality, in-stock commercial carpet
- Styles&colours for wide-ranging applications
- Produced in own integrated production,  

from yarn to finished goods
- Easy to order, on-time delivery

Performance flooring at it’s best

LEISURE HOSPITALITY OFFICE

Collections
M+  The Comfort Collection      . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Durana | Evolve | Hercules |  President | Prominent
   33 The Long Play Collection       . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Blitz NEW | Granata  |  Master | Rocca | Rocket   
                 
Luminescence
Amadeo | Sirio
  Natural Weave
e-weave | Rivoli | Tweed 
  Classical Elegance
Optima SDE NEW  | Fortesse SDE NEW    

 Textures
Aristocrat | Splendid | Spontini 
 Basic Styles
Altona | Chambord | Quartz NEW  

 The Suite Symphony Collection
Bach | Cambini | Nelson | Mendelssohn | Mozart 
Satie | Schubert | Strauss 
 The Powerback Collection
Bach | Cambini | Mozart  
 GRACE  The Vintage Collection
Alethea | Celestia 
      The Prominent Design Collection La Baule | Quiberon | Deauville | Le Touquet | Perros
                  Choose to Create
Custom-Made Collection    

14-35

36-57

58-67

68-81

82-91

 
92-105

106-119

 
120-139

140-143

144-151

152-165

166-173

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
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. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

11ARC EDITION CATALOGUE10 ARC EDITION CATALOGUE



Performance

PRODUCT BACK TYPE PILE     
100%

PILE 
WEIGHT 

G/M²

NUMBER 
OF 

KNOTS/
M²

        ASPECT (DESIGN/COLOR) CHARACTERISTICS SUITABLE 

Plain
COC /

Heather Patterned
With

Structure

Prodis/
GUT

Certificate
DOP

number

Emiss.
inter.

air
A +

TüV
Suit.for 
Aller-
gics

Anti
Static 

Floor
Heat-

ing

 EN 1307

Office Shops

Hotel

Rest. Homes
EN-

Class
Luxury
rating

Castor
Chair Stairs

CE-fire
Class Rooms

Corri-
dors

Public
Areas

Altona UX 5/64” cut pile PA6 IMPREL ® 720 400 000 Y DBC040FB 1011#IF0ACV Y Y Y Y 32 3 intensive occasional
Cfl-s1

if glued Y Y Y Y Y

Amadeo AB 1/10” loop pile PA6 IMPREL ® 925 225 000 Y C59402EF 1011#IE0ACL Y Y Y Y 33 3 intensive intensive Cfl-s1 Y Y Y Y Y Y Y

Aristocrat AB 1/10” scroll PA6 IMPREL ® 1 100 221 000 Y 887ADD0C 1011#IE0ACL Y Y Y Y 32 3 intensive intensive Cfl-s1 Y Y Y Y Y

Blitz NEW AB 1/10” loop pile PA Solution
Dyed 540 156 000 Y 0B2FC58D 1011#IE0ABV Y Y Y Y 33 1 intensive intensive Bfl-s1

if glued Y Y Y Y Y Y Y

Chambord AB 5/64” cut pile PA6 IMPREL ® 630 378 000 Y A05F03BE 1011#IE0ABV Y Y Y Y 32 2 intensive intensive Bfl-s1
if glued Y Y Y Y Y

Durana AB 5/64” twist pile PA6 IMPREL ® 1 200 278 400 Y 34B1FED3 1011#IE0ACV Y Y Y Y 33 5 intensive intensive Cfl-s1
if glued Y Y Y Y Y Y Y

Evolve AB 5/64” twist pile PA6 IMPREL ® 1 200 278 400 Y AFBF95B0 1011#IE0ACV Y Y Y Y 32 4 intensive intensive Cfl-s1
if glued Y Y Y Y Y

e-weave AB 5/64” mini tuft PA Solution
Dyed 500 200 000 Y 7E146FDC 1011#IE0ACV Y Y Y Y 33 1 intensive intensive Cfl-s1

if glued Y Y Y Y Y Y Y

Fortesse SDE NEW AB 1/10” cut pile PA6 IMPREL ® 730 225 000 Y 4F6BE834 1011#IE0ACV Y Y Y Y 32 2 intensive intensive Cfl-s1
if glued Y Y Y Y Y

Granata AB 1/10” loop pile PA6 IMPREL ® 800 150 540 Y FD70AAAE 1011#IE0ACL Y Y Y Y 33 2 intensive intensive Cfl-s1 Y Y Y Y Y Y Y

Hercules AB 1/10” cut pile PA6 IMPREL ® 1 100 230 100 Y 7FEABA8F 1011#IE0ACL Y Y Y Y 33 3 intensive intensive Cfl-s1 Y Y Y Y Y Y Y

Master AB 1/10” loop pile PA6 IMPREL ® 460 205 000 Y CCSE2518 1011#IE0ABV Y Y Y Y 33 1 intensive intensive Bfl-s1
if glued Y Y Y Y Y Y Y

Optima SDE NEW AB 1/10” cut pile PA6 IMPREL ® 750 256 000 Y 80E2C5AE 1011#IE0ACV Y Y Y Y 32 2 intensive intensive Cfl-s1
if glued Y Y Y Y Y

President AB 5/64” cut pile PA6 IMPREL ® 900 270 000 Y E01DF5BA 1011#IE0ACV Y Y Y Y 33 3 intensive intensive Cfl-s1
if glued Y Y Y Y Y Y Y

Prominent AB 1/10” cut pile PA6 IMPREL ® 1 150 209 000 Y 6F7612AC 1011#IE0ABV Y Y Y Y 33 4 intensive intensive Bfl-s1
if glued Y Y Y Y Y Y Y

Quartz NEW AB 1/10” loop pile PA6 IMPREL ® 540 220 000 Y 6F3A3864 1011#IE0ACV Y Y Y Y 32 1 intensive intensive Cfl-s1
if glued Y Y Y Y Y

Rivoli AB 1/10” loop pile PA6 IMPREL ® 750 224 500 Y B9CAC3E3 1011#IE0ACV Y Y Y Y 32 1 intensive intensive Cfl-s1
if glued Y Y Y Y Y

Rocca AB 1/10” loop pile PA6 IMPREL ® 750 127 380 Y 0577F09B 1011#IE0ACL Y Y Y Y 33 2 intensive intensive Cfl-s1 Y Y Y Y Y Y Y

Rocket AB 1/10” cut pile PA6 IMPREL ® 850 159 900 Y 9F62EDCD 1011#IE0ACL Y Y Y Y 33 2 intensive intensive Cfl-s1 Y Y Y Y Y Y Y

Sirio AB 1/10” loop pile PA6 IMPREL ® 700 234 000 Y E97D8F8D 1011#IE0ACL Y Y Y Y 33 2 intensive intensive Cfl-s1 Y Y Y Y Y Y Y

Splendid AB 1/10” scroll PA6 IMPREL ® 1 020 221 000 Y 7F8C98EA 1011#IE0ACL Y Y Y Y 32 3 intensive intensive Cfl-s1 Y Y Y Y Y

Spontini AB 1/10” scroll PA6 IMPREL ® 1 100 221 000 Y AABDAB3E 1011#IE0ACV Y Y Y Y 32 4 intensive intensive Cfl-s1
if glued Y Y Y Y Y

Tweed AB 1/10” loop pile PA6 IMPREL ® 680 225 000 Y 8E4C29C0 1011#IE0ACV Y Y Y Y 32 1 intensive intensive Cfl-s1
if glued Y Y Y Y Y

Grace   
The Vintage Collection AB 1/10” loop pile PA6 IMPREL ® 640 218 400 Y D40C4B0A 1011#IE0ACL Y Y Y Y 33 1 intensive intensive Cfl-s1 Y Y Y Y Y Y Y

The Powerback 
 Collection PB 1/10” saxony PA6 IMPREL ® 900 170 000 Y 50C2E557 1011#IE0ACV Y Y Y Y 33 2 intensive intensive Cfl-s1

if glued Y Y Y Y Y Y Y

The Prominent  
Design Collection AB 1/10” saxony PA6 IMPREL ® 1 150 209 000 Y F8CC85E8 1011#IE0ABV Y Y Y Y 33 4 intensive intensive Bfl-s1

if glued Y Y Y Y Y Y Y

The Suite Symphony  
Collection AB 1/10” saxony PA6 IMPREL ® 900 170 000 Y 1721C645 1011#IE0ABV Y Y Y Y 32 2 intensive intensive Bfl-s1

if glued Y Y Y Y Y

13ARC EDITION CATALOGUE12 ARC EDITION CATALOGUE



M stands for mille, the Roman number for thousand.
The Comfort Collection was inspired by Roman remains, remnants
of a strong empire. By magnificent structures that stood the test of
time. Innovative by nature, with new materials and new techniques

to respond to the changing practical needs of Roman society.

Strong, reliable, durable.
Just like M+. Timeless carpets with a pile weight of

around 1000 g/m2 for exceptional thermal and acoustical comfort.
The result? Professional wellbeing for productive spaces.
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Hercules
06/17  We reserve all rights for technical improvements.

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” cut pile COC 
Tufté 1/10" velours COC
Getuftet 1/10" COC Velours
Getuft 1/10" velours COC

100% PA 6 IMPREL®

Non woven PES
Non tissé PES
Vlies, PES
Vilt, PES

Action Back

Ca. 1.100 gr/m²

Ca. 2.130 gr/m²

Ca. 4,6 mm

Ca. 7,4 mm

Ca. 230 100/m²

Ca. 0.161 g/cm³

EN 1307
33 - LC3

EN 985
A: intensive use

EN 1963
A: intensive use

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

ISO 6356
< 2 kV

ISO 140-8
25 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.08 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1

14

EN ISO 3018
ca. 400 cm

Gmg
iLej
Tp

REG. NR 

7FEABA8F
www.pro-dis.info

EN14041

www.baltamediabank.com
T<>Z L e

15

Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACL

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt
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97 9499 98

47 3426 4873

3765 4311

77

Hercules AB
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Evolve
06/17  We reserve all rights for technical improvements.

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Fng
iLej
Tp

Tufting 5/64” twist pile 
Tufté 5/64” frisé
Getuftet 5/64” frisé
Getuft 5/64” frizée

100% PA 6 IMPREL®

woven PP
PP tissé
PP Bändchen
geweven PP

Action Back

Ca. 1.200 gr/m²

Ca. 2.027 gr/m²

Ca. 5,6 mm

Ca. 7,7 mm

Ca. 278 400/m²

Ca. 0.168 g/cm³

EN 1307
32 - LC4

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
22 dB ∆Lw 

ISO 354
0.20 αw
 

ISO 8302
0.12 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1 (if glued)

18

EN ISO 3018
ca. 400 + 500 cm

REG. NR 

AFBF95B0
www.pro-dis.info

EN14041

www.baltamediabank.com
T<>Z L e

15

Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

21ARC EDITION CATALOGUE20 ARC EDITION CATALOGUEARC EDITION CATALOGUE



92 9399 97

77 7295 7998

65 2315

94

Evolve AB

3339384349

23ARC EDITION CATALOGUE22 ARC EDITION CATALOGUE



President

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 5/64” saxony
Tufté 5/64" saxony
Getuftet 5/64" Saxony
Getuft 5/64" saxony

100% PA 6 IMPREL®

Woven PP
PP tissé
PP Bändchengewebe
Woven PP

Action Back

Ca. 900 gr/m²

Ca. 1.724 gr/m²

Ca. 4,2 mm

Ca. 6,3 mm

Ca. 270 000/m²

Ca. 0.156 g/cm³

EN 1307
33 - LC3

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
25 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.07 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1 (if glued)

18

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

Gmg
iLej
Tp

REG. NR 

E01DF5BA
www.pro-dis.info

EN14041

www.baltamediabank.com
T<>Z L e

16

Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

25ARC EDITION CATALOGUEARC EDITION CATALOGUE24



95 9397 96

72 2498 7656

12 7853

47

President AB

9092374046

27ARC EDITION CATALOGUE26 ARC EDITION CATALOGUE



Durana

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 5/64” twist pile 
Tufté 5/64" frisé
Getuftet 5/64" Frisé
Getuft 5/64" frisé

100% PA 6 IMPREL®

Woven PP
PP tissé
PP-Bändchen
Geweven PP

Action Back

Ca. 1.200 gr/m²

Ca. 2.126 gr/m²

Ca. 6,5 mm

Ca. 8,6 mm

Ca. 274 400/m²

Ca. 0.159 g/cm³

EN 1307
33 - LC5

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
≤ 2 kV

ISO 140-8
26 dB ∆Lw 

ISO 354
0.20 αw

ISO 8302
0.12 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1 (if glued)

24

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

Gog
iLej
Tp

REG. NR 

34B1FED3
www.pro-dis.info

EN14041

www.baltamediabank.com
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

29ARC EDITION CATALOGUEARC EDITION CATALOGUE28



96 9774 95

98 9153 5472

23 1027

78

Durana AB

9093394948

3635344347

17

31ARC EDITION CATALOGUE30 ARC EDITION CATALOGUE



Prominent

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 1/10” saxony
Tufté 1/10" saxony
Getuftet 1/10" Saxony
Getuft 1/10" saxony

100% PA 6 IMPREL®

Non woven PES
Non woven PES
Vlies PES
Non woven PES

Action Back

Ca. 1.150 gr/m²

Ca. 2.020 gr/m²

Ca. 5 mm

Ca. 7 mm

Ca. 209 000/m²

Ca. 0.165 g/cm³

EN 1307
33 - LC4

U3s P3 E1 C0 
Certification CSTB:11/286

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
26 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.17 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Bfl-s1 (if glued) 

31

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

www.pro-dis.info

Gng
iLej
Rp

REG. NR 

6F7612AC

EN14041

www.baltamediabank.com
R<>Z L e

16

Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ABV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

33ARC EDITION CATALOGUEARC EDITION CATALOGUE32



27 18

26

Prominent AB

16

77

79

76

7278 198

11 54

195 19370

98 197

191

90 96

29

48 4749

38 39

69

43 37 34 33

35ARC EDITION CATALOGUE34 ARC EDITION CATALOGUE



The Long Play 
Collection
PLAY  always & everywhere
STOP  noise & wear
PAUSE  in style & comfort
REPEAT  longevity & quality

Airport
Office
Hotel 
Restaurant
Culture
Department Store

37ARC EDITION CATALOGUE36 ARC EDITION CATALOGUE



Blitz new

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

06/17  We reserve all rights for technical improvements.

EN14041

www.baltamediabank.com
R<>Z L e

15

Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ABV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

Gkg
iLej
Rp

REG. NR 

0B2FC58D
www.pro-dis.info

Tufting 1/10” loop pile 
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA solution dyed

non woven PES
non woven PES
Vlies, PES
non woven PES

Action Back

Ca. 540 gr/m²

Ca. 1.608 gr/m²

Ca. 2,9 mm

Ca. 5,4 mm

Ca. 156 000/m²

Ca. 0.123 g/cm³

EN 1307
33 - LC1

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
27 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.07 m² K/W

ISO 105-B02
≥ 7

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Bfl-s1(if glued)

12

EN ISO 3018
ca. 400 cm

39ARC EDITION CATALOGUEARC EDITION CATALOGUE38



Blitz NEW AB

93 3296 95

49 4612 9178

2475

99

41ARC EDITION CATALOGUE40 ARC EDITION CATALOGUE



Granata

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 1/10” loop pile 
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA 6 IMPREL®

Non woven PES
Non woven PES
Vlies PES
Non woven PES

Action Back

Ca. 800 gr/m²

Ca. 1.729 gr/m²

Ca. 2,9 mm

Ca. 5,6 mm

Ca. 150 540/m²

Ca. 0.163 g/cm³

EN 1307
33 - LC2

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
23 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.07 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Cfl-s1

13

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

Glg
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REG. NR 

FD70AAAE
www.pro-dis.info

EN14041

www.baltamediabank.com
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15

Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACL

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

43ARC EDITION CATALOGUEARC EDITION CATALOGUE42



Granata AB

76 7599 78

98 9523 9654

4548

16

38

45ARC EDITION CATALOGUE44 ARC EDITION CATALOGUE



Rocket

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 1/10” cut pile 
Tufté 1/10" velours
Getuftet 1/10" Velours
Getuft 1/10" velours

100% PA 6 IMPREL®

Non woven PES
Non tissé
Vlies
Felt

Action Back

Ca. 850 gr/m²

Ca. 1.820 gr/m²

Ca. 3,6 mm

Ca. 6,0 mm

Ca. 159 900/m²

Ca. 0.159 g/cm³

EN 1307
33 - LC2

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
≤ 2 kV

ISO 140-8
23 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.06 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1

13

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

Glg
iLej
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REG. NR 

9F62EDCD
www.pro-dis.info
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACL

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt
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Rocket AB

76 7599 78

98 9523 9654

4548

16

38

49ARC EDITION CATALOGUE48 ARC EDITION CATALOGUE



 Master

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” loop pile 
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA 6 IMPREL®

Non woven PES
Non woven PES
Vlies PES
Non woven PES

Action Back

Ca. 460 gr/m²

Ca. 1.490 gr/m²

Ca. 2,5 mm

Ca. 4,2 mm

Ca. 205 000/m²

Ca. 0.135 g/cm³

EN 1307
33 - LC1

U3 P3 E1 C0 
Certification CSTB:10/271

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
21 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.06 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Bfl-s1 (if glued) 

26

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

Gkg
iLej
Rp

REG. NR 

CC5E2518
www.pro-dis.info

EN14041

www.baltamediabank.com
R<>Z L e

16

Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ABV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

51ARC EDITION CATALOGUEARC EDITION CATALOGUE50



Master AB

900

950 196

198

960

194 297

880

490

370

27

76

350

44 19

85

116

874536

66

55

11

52

3733

53ARC EDITION CATALOGUE52 ARC EDITION CATALOGUE



Rocca

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 1/10” loop pile 
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA IMPREL®

Non woven PES
Non woven PES
Vlies PES
Non woven PES

Action Back

Ca. 750 gr/m²

Ca. 1.889 gr/m²

Ca. 2,8 mm

Ca. 5,8 mm

Ca. 127 380/m²

Ca. 0.151 g/cm³

EN 1307
33 - LC2

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
22 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.06 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Cfl-s1 

13

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

Glg
iLej
Tp

REG. NR 

0577F09B
www.pro-dis.info

EN14041

www.baltamediabank.com
T<>Z L e

14

Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACL

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

55ARC EDITION CATALOGUEARC EDITION CATALOGUE54



Rocca AB

76 7599 78

98 9523 9654

4548

16

38

57ARC EDITION CATALOGUE56 ARC EDITION CATALOGUE



LUMINESCENCE

59ARC EDITION CATALOGUE58 ARC EDITION CATALOGUE



Amadeo

LUMINESCENCE
CONSTRUCTION 

STRUCTURE
STRUKTUR

STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 1/10” loop pile
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA 6 IMPREL®

Non woven PES
Non tissé PES
Vlies, PES
Vilt, PES

Action Back

Ca. 925 gr/m²

Ca. 2.350 gr/m²

Ca. 3,4 mm

Ca. 6,6 mm

Ca. 225 000/m²

Ca. 0.178 g/cm³

EN 1307
33 - LC3

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
22 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.08 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1

12

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

Gmg
iLej
Tp

REG. NR 

C59402EF
www.pro-dis.info

EN14041

www.baltamediabank.com
T<>Z L e
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACL

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

61ARC EDITION CATALOGUE60 ARC EDITION CATALOGUE



Amadeo AB

93 9076 9652

2917

4964 43 3445

63ARC EDITION CATALOGUE62 ARC EDITION CATALOGUE



LUMINESCENCE

Sirio

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 1/10” loop pile
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA 6 IMPREL®

Non woven PES
PES non tissé
PES Vlies
Non woven PES

Action Back

Ca. 700 gr/m²

Ca. 1.780 gr/m²

Ca. 3,5 mm

Ca. 6,1 mm

Ca. 234 000/m²

Ca. 0.149 g/cm³

EN 1307
33 - LC2

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
24 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.08 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1

10

EN ISO 3018
ca. 400 & 500 cm

06/17  We reserve all rights for technical improvements.

Glg
iLej
Tp

REG. NR 

E97D8F8D
www.pro-dis.info

EN14041

www.baltamediabank.com
T<>Z L e
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACL

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

65ARC EDITION CATALOGUE64 ARC EDITION CATALOGUE



Sirio AB

79 7297 9596

4898 54 2334

67ARC EDITION CATALOGUE66 ARC EDITION CATALOGUE



natural weave

69ARC EDITION CATALOGUE68 ARC EDITION CATALOGUE



e-weave

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 5/64” minituft 
Tufté 5/64" minituft
Getuftet 5/64" minituft
Getuft 5/64" minituft

100% PA solution dyed

Non woven PES
Non tissé PES
Vlies, PES
Vilt, PES

Action Back

Ca. 500 gr/m²

Ca. 2.095 gr/m²

Ca. 1,1 mm

Ca. 5,1 mm

Ca. 200 000/m²

Ca. 0.156 g/cm³

EN 1307
33 - LC1

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
18 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.05 m² K/W

ISO 105-B02
≥ 7

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1 (if glued)

6

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.

Gkg
iLej
Tp

REG. NR 

7E146FDC
www.pro-dis.info

EN14041

www.baltamediabank.com
T<>Z L e
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

natural weave

71ARC EDITION CATALOGUE70 ARC EDITION CATALOGUE



e-weave AB

49 34

96 9398

99

73ARC EDITION CATALOGUE72 ARC EDITION CATALOGUE



Rivoli

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 1/10” loop pile 
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA 6 IMPREL®

Woven PP
PP tissé
PP Bändchengewebe
Woven PP

Action Back

Ca. 660 gr/m²

Ca. 1.750 gr/m²

Ca. 3 mm

Ca. 6 mm

Ca. 224 500/m²

Ca. 0.128 g/cm³

EN 1307
32 - LC1

U3 P3 E1 C0 
Certification CSTB: 05/216

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
22 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.11 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN 13501-1
Cfl-s1 (if glued)

EN ISO 105-X12
≥ 4

12

EN ISO 3018
ca. 400 cm (12 colours)
ca. 500 cm (10 colours)

06/17  We reserve all rights for technical improvements.

Fkg
iLeT
p

REG. NR 

B9CAC3E3
www.pro-dis.info

EN14041

www.baltamediabank.com
T<>Z L e
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

natural weave

75ARC EDITION CATALOGUEARC EDITION CATALOGUE74



Rivoli AB

96  - 4&5m 95  - 4&5m49  - 4&5m 99  - 4&5m39  - 4&5m

42  - 4&5m93  - 4&5m

17  - 4&5m66  - 4&5m 175  - 4m 27  - 4m77  - 4&5m

77ARC EDITION CATALOGUE76 ARC EDITION CATALOGUE



Tweed

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

Tufting 1/10” loop pile 
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA 6 IMPREL®

Woven PP
PP tissé
PP Bändchengewebe
Geweven PP

Action Back

Ca.680 gr/m²

Ca. 1.790 gr/m²

Ca. 4 mm

Ca. 6 mm

Ca. 225 000/m²

Ca. 0.098 g/cm³

EN 1307
32 - LC1

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
ca. 22 dB ∆Lw 

ISO 354
ca. 0.20 αw 

ISO 8302
0.11 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN 13501-1
Cfl-s1 (if glued)  

EN ISO 105-X12
≥ 4

11

EN ISO 3018
ca. 400 & 500 cm

06/17  We reserve all rights for technical improvements.

Fkg
iLeT
p

REG. NR 

8E4C29C0
www.pro-dis.info

EN14041
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

natural weave

79ARC EDITION CATALOGUEARC EDITION CATALOGUE78



Tweed AB

93 4295 9639

30

19579 98 44197

81ARC EDITION CATALOGUE80 ARC EDITION CATALOGUE



Classical 
Elegance

83ARC EDITION CATALOGUE82 ARC EDITION CATALOGUE



 Fortesse SDE new

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” cut pile COC
Tufté 1/10" velours COC
Getuftet 1/10" COC-Velours
Getuft 1/10" velours COC

100% PA 6 IMPREL®

Woven PP
PP tissé
Bändchengewebe PP
Geweven PP

Action Back

Ca. 730 gr/m²

Ca. 1.730 gr/m²

Ca. 4 mm

Ca. 6 mm

Ca. 225 000/m²

Ca. 0.111 g/cm³

EN 1307
32 - LC2

U3 P3 E1 C0 
Certification CSTB:09/261

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
24 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.10 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Cfl-s1 (if glued)

21

EN ISO 3018
ca. 400 cm (21 colours)
ca. 500 cm (12 colours)

06/17  We reserve all rights for technical improvements.
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

Classical 
Elegance

85ARC EDITION CATALOGUEARC EDITION CATALOGUE84



Fortesse SDE NEW AB

40 - 4&5m

144 - 4&5m 197 - 4&5m

94 - 4&5m

299 - 4m

96 - 4&5m

39 - 4&5m

90 - 4&5m

178 - 4m 177 - 4&5m276 - 4&5m 174 - 4m 173 - 4&5m

93 - 4&5m

12 - 4&5m 64 - 4m17 - 4m 53 - 4m 123 - 4m

24 - 4m 138 - 4m

87ARC EDITION CATALOGUE86 ARC EDITION CATALOGUE



 Optima SDE NEW

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” cut pile COC
Tufté 1/10" velours COC
Getuftet 1/10" COC-Velours
Getuft 1/10" velours COC

100% PA 6 IMPREL®

Woven PP
PP tissé
Bändchengewebe PP
Geweven PP

Action Back

Ca. 750 gr/m²

Ca. 1.680 gr/m²

Ca. 4 mm

Ca. 6 mm

Ca. 256 000/m²

Ca. 0.125 g/cm³

EN 1307
32 - LC2

U3 P3 E1 C0 
Certification CSTB:09/260

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
25 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.07 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Cfl-s1 (if glued)

16

EN ISO 3018
ca. 400 cm (16 colours)
ca. 500 cm (11 colours)

06/17  We reserve all rights for technical improvements.
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Textile Floor Covering EN1307
Notified body 0493

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

Classical 
Elegance

89ARC EDITION CATALOGUEARC EDITION CATALOGUE88



Optima SDE NEW AB

19 - 4m

177 - 4m 73 - 4m 179 - 4&5m71 - 4&5m 95 - 4&5m

47 - 4&5m 44 - 4&5m196 - 4&5m 34 - 4&5m 35 - 4&5m

16 - 4&5m91 - 4&5m 43 - 4m64 - 4&5m27 - 4m

91ARC EDITION CATALOGUE90 ARC EDITION CATALOGUE



93ARC EDITION CATALOGUE92 ARC EDITION CATALOGUE



Aristocrat

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” struct.loop pile 
Tufté 1/10" bouclé structuré
Getuftet 1/10" Strukturschlinge
Getuft 1/10" structuurlus

100% PA 6 IMPREL®

Non woven PES
Non tissé PES
Vlies, PES
Vilt, PES

Action Back

Ca. 1.100 gr/m²

Ca. 2.060 gr/m²

Ca. 5 mm

Ca. 8 mm

Ca. 221 000/m²

Ca. 0.125 g/cm³

EN 1307
32 - LC3

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
26 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.09 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1

11

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACL

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

95ARC EDITION CATALOGUEARC EDITION CATALOGUE94



Aristocrat AB

94 9323 79

38 3348 4015

85

53

97ARC EDITION CATALOGUE96 ARC EDITION CATALOGUE



Splendid

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” struct.loop pile 
Tufté 1/10" bouclé structuré
Getuftet 1/10" Strukturschlinge
Getuft 1/10" structuurlus

100% PA 6 IMPREL®

Non woven PES
PES non tissé
Vlies, PES
Non woven PES

Action Back

Ca. 1.020 gr/m²

Ca. 2.060 gr/m²

Ca. 5 mm

Ca. 8 mm

Ca. 221 000/m²

Ca. 0.145 g/cm³

EN 1307
32 - LC3

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
26 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.09 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1 

14

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ACL

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

99ARC EDITION CATALOGUEARC EDITION CATALOGUE98



Splendid AB

78 9823 79

94 9316 8515

48

53

3340 38

101ARC EDITION CATALOGUE100 ARC EDITION CATALOGUE



Spontini

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” struct.loop pile 
Tufté 1/10" bouclé structuré
Getuftet 1/10" Strukturschlinge
Getuft 1/10" structuurlus

100% PA 6 IMPREL®

Woven PP
PP tissé
PP Bändchen
PP geweven

Action Back

Ca. 1.100 gr/m²

Ca. 2.060 gr/m²

Ca. 5 mm

Ca. 8 mm

Ca. 221 000/m²

Ca. 0.125 g/cm³

EN 1307
32 - LC4

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
26 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.09 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1 (if glued)

14

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.
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Textile Floor Covering EN1307
Notified body 0493

DOP: 1011#IE0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

103ARC EDITION CATALOGUEARC EDITION CATALOGUE102



Spontini AB

78 9823 79

94 9316 8515

48

53

3340 38

105ARC EDITION CATALOGUE104 ARC EDITION CATALOGUE



107ARC EDITION CATALOGUE106 ARC EDITION CATALOGUE



 Altona

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 5/64” cut pile
Tufté 5/64" velours
Getuftet 5/64" Velours
Getuft 5/64" velours

100% PA 6 IMPREL®

Woven PP
PP tissé
PP Bändchengewebe
Woven PP

Ultratex Quick+

Ca. 720 gr/m²

Ca. 1.570 gr/m²

Ca. 5 mm

Ca. 9 mm

Ca. 400 000/m²

Ca. 0.095 g/cm³

EN 1307
32 - LC3

U3 P3 E1 C0 
Certification CSTB: 04/203

EN 985
A: intensive use

EN 1963
A: occasional use

ISO 6356
< 2 kV

ISO 140-8
28 dB ∆Lw 

ISO 354
0.30 αw 

ISO 8302
0.13 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Cfl-s1 (if glued) 

19

EN ISO 3018
ca. 400 cm (19 colours)
ca. 500 cm (6 colours)

06/17  We reserve all rights for technical improvements.
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Textile Floor Covering EN1307
Notified body 0493

DOP: 1011#IF0ACV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt

109ARC EDITION CATALOGUEARC EDITION CATALOGUE108



Altona UX

179 - 4m 98 - 4&5m223 - 4m 78 - 4m

94 - 4m 198 - 4m49 - 4&5m 43 - 4m45 - 4m

34 - 4m

40 - 4&5m

16 - 4&5m 97 - 4&5m165 - 4m 12 - 4m152 - 4m

33 - 4m38 - 4m 30 - 4&5m

111ARC EDITION CATALOGUE110 ARC EDITION CATALOGUE



 Chambord

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 5/64” cut pile 
Tufté 5/64" velours
Getuftet 5/64" Velours
Getuft 5/64" velours

100% PA 6 IMPREL®

Non woven PES
Non tissé
Vlies
Felt

Action Back or
Ultratex

Ca. 630 gr/m²

Ca. 1.650 gr/m² (AB)
Ca. 1.700 gr/m² (UX)

Ca. 5 mm

Ca. 7 mm

Ca. 378 000/m²

Ca. 0.098 g/cm³

EN 1307
32 - LC2 (AB)
32 - LC3 (UX)

U3 P3 E1 C0  only on AB 
Certification CSTB: 10/265  

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
≤ 2 kV

ISO 140-8
ca. 24 dB ∆Lw (AB)
ca. 29 dB ∆Lw (UX)

ISO 354
0.20 αw (AB)
0.30 αw (UX)

ISO 8302
0.13 m² K/W (AB)
0.15 m² K/W (UX)

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Action Back: Bfl-s1 if glued
UX: Cfl-s1

 8

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.
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Chambord AB/UX

197 19317 7710

49 44 55
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Quartz NEW

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

NUMBER OF COLOURS
NOMBRES DE COULEURS

ANZAHL FARBEN
AANTAL KLEUREN

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” loop pile 
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA 6 IMPREL®

Woven PP
PP tissé
PP Bändchengewebe
Geweven PP

Action Back

Ca.540 gr/m²

Ca. 1.540 gr/m²

Ca. 3 mm

Ca. 6 mm

Ca. 220 000/m²

Ca. 0.108 g/cm³

EN 1307
32 - LC1

U3 P3 E1 C0 
Certification CSTB:10/278

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
ca. 22 dB ∆Lw 

ISO 354
ca. 0.20 αw 

ISO 8302
0.11 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Cfl-s1 (if glued)  

12

EN ISO 3018
ca. 400 cm (12 colours)
ca. 500 cm (10 colours)
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Quartz NEW AB

93 - 4&5m 95 - 4&5m78 - 4&5m 75 - 4&5m

96 - 4&5m 99 - 4&5m43 - 4&5m 98 - 4&5m48 - 4&5m

39 - 4m

12 - 4&5m

37 - 4m

119ARC EDITION CATALOGUE118 ARC EDITION CATALOGUE



THE 

Suite 
Symphony 

COLLECTION

Much like composing a piece of music, the composition of a room  
is all about finding the best arrangement. About striking the 
right note, with colours, patterns and objects. About finding 

harmony in the pieces you put together. And then there’s music 
in the air. The songful sound of a suite symphony. 

Care to tune in?

121ARC EDITION CATALOGUE120 ARC EDITION CATALOGUE



PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” saxony 
Tufté 1/10” saxony
Getuftet 1/10” saxony
Getuft 1/10” saxony

100% PA 6 IMPREL®

Non woven PES
Non tissé
Vlies
Felt

Action Back

Ca. 900 gr/m²

Ca. 1.875 gr/m²

Ca. 4 mm

Ca. 7 mm

Ca. 170 000/m²

Ca. 0.143 g/cm³

EN 1307
32 - LC2

U3 P3 E1 C0 
Certification CSTB: 10/276

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
≤ 2 kV

ISO 140-8
24 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.15 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4

EN 13501-1
Bfl-s1 (if glued) 

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.
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PM Bach AB

19539 143 47

 ca. 32 x  ca. 32 cm
77 10 23
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PM Cambini AB

9539 47 49

 ca. 24 x  ca. 24 cm
77 10 23
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PM Mendelssohn AB

7710 23 73

 ca. 99 x  ca. 93 cm
43 95
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PM Mozart AB

149234 143 47

 ca. 94 x  ca. 94 cm
77 10 297

197
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PM Nelson AB

9795 4947

 ca. 50 x  ca. 50 cm
77 10 23
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PM Satie AB

3995 4947

 ca. 24 x  ca. 24 cm
77 10 23
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PM Schubert AB

195

73 16 197

24 193 134 143

137ARC EDITION CATALOGUE136 ARC EDITION CATALOGUE



PM Strauss AB

39195 47 143

 ca. 12 x  ca. 12 cm
77 10 23
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THE 

Powerback 
COLLECTION
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EXCELLENT SOUND 
ABSORPTION

HIGH IMPACT SOUND 
INSULATION

BEST THERMAL  
INSULATION

Some products of the Suite Symphony collection are available with 
Powerback. Powerback is the most luxurious performance backing 
arc edition® has on offer. Compared to other backings, the 550 g/m² 
Powerback adds extra comfort and contributes to your project by: 

Results Promenade on Powerback
evaluated sound insulation grade ΔLw = 32 dB

Results Promenade on Action Back
evaluated sound insulation grade ΔLw = 24 dB

Evaluation according to EN ISO 717-2

Higher impact sound insulation
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Results Promenade on Powerback
evaluated sound absorption grade αw = 0,30

Results Promenade on Action Back
evaluated sound absorption grade αw = 0,20

Evaluation according to EN ISO 11654

Better sound absorption
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THE 

Powerback 
COLLECTION

1432310 77

PM Bach PB

472310

PM Cambini PB

23410 149

PM Mozart PB

■ INSTALLATION FRIENDLY  
easy, quick & long lasting

■ SUB FLOOR FRIENDLY 
no scratches or marks

■ EXTRA STABILITY 
best dimensional stability

■ EXTRA COMFORT & COST SAVING 
extra comfort; helps to save underlay

■ ECOLOGICAL 
certified PRODIS & GUT 

■ BEST QUALITY 
high production standards

Powerback – trust in quality

Best thermal insulation

Temperature R (m².K/W)
Promenade Powerback

25°C 0,151
30°C 0,151
Average 0,151

143ARC EDITION CATALOGUE142 ARC EDITION CATALOGUE



GRACE
THE VINTAGE COLLECTION

Grace is all about storytelling. Stories of the past.
Stories told to you by your mother, grandmother
and greatgrandmother. Stories of strong women,

that tell the tale of an era. 

The vintage Grace Collection weaves all these
stories together in familiar patterns of decades past.

Timelessly elegant, the designs evoke a sense of
class and sophistication in any setting.

145ARC EDITION CATALOGUE144 ARC EDITION CATALOGUE



GRACE 
THE VINTAGE COLLECTION

PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” loop pile 
Tufté 1/10" bouclé
Getuftet 1/10" Schlinge
Getuft 1/10" lussenpool

100% PA 6 IMPREL®

Non woven PES
Non tissé PES
Vlies, PES
Vilt, PES

Action Back

Ca. 640 gr/m²

Ca. 1.711 gr/m²

Ca. 3,1 mm

Ca. 5,8 mm

Ca. 218 400/m²

Ca. 0.118 g/cm³

EN 1307
33 - LC1

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
< 2 kV

ISO 140-8
25 dB ∆Lw 

ISO 354
0.15 αw 

ISO 8302
0.07 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12
≥ 4 

EN 13501-1
Cfl-s1

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.
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RV Alethea AB

7914 43 32
 ca. 196 x  ca. 295 cm

149ARC EDITION CATALOGUE148 ARC EDITION CATALOGUE



RV Celestia AB

43 15 32
 ca. 196 x  ca. 190 cm

151ARC EDITION CATALOGUE150 ARC EDITION CATALOGUE



THE 

Prominent
Design 

COLLECTION
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PERMANENTLY ANTISTATIC
ANTISTATIQUE PERMANENT
PERMANENT ANTISTATISCH
PERMANENT ANTISTATISCH

IMPACT NOISE RATING
ISOLATION PHONIQUE

TRITTSCHALLVERBESSERUNG
GELUIDSISOLATIE

SOUND ABSORPTION
ABSORPTION PHONIQUE

SCHALLABSORPTIONSGRAD
GELUIDSABSORPTIE

THERMAL RESISTANCE
RÉSISTANCE THERMIQUE

WÄRMEDURCHLASSWIDERSTAND
WARMTEDOORLAATWEERSTAND

FASTNESS TO LIGHT
SOLIDITÉ A LA LUMIÈRE

LICHTECHTHEIT
LICHTECHTHEID

COLOUR FASTNESS TO WATER
SOLIDITÉ À L'EAU

WASSERECHTHEIT
WATERECHTHEID

RUBBING FASTNESS
SOLIDITÉ AU FROTTEMENT

REIBECHTHEIT
WRIJFECHTHEID

FIRE RESISTANCE
COMPORTEMENT AU FEU

BRENNVERHALTEN
BRANDGEDRAG

WIDTH
LARGEUR

BREITE
BREEDTE

CONSTRUCTION 
STRUCTURE

STRUKTUR
STRUCTUUR

PILE MATERIAL 
COMPOSITION DU VELOURS

POLMATERIAL
POOLMATERIAAL

PRIMARY BACKING
SUPPORT

TRÄGERMATERIAL
TUFTDOEK

SECONDARY BACKING
DOSSIER
RÜCKEN

TAPIJTRUG

PILE WEIGHT
POIDS DU VELOURS

POLEINSATZGEWICHT
POOLGEWICHT

TOTAL WEIGHT
POIDS TOTAL

GESAMTGEWICHT
TOTAAL GEWICHT

PILE HEIGHT
EPAISSEUR DU VELOURS

POLHÖHE
POOLHOOGTE

TOTAL HEIGHT
EPAISSEUR TOTAL

GESAMTHÖHE
TOTALE DIKTE

TUFT DENSITY
NOMBRES DE POINTS

NOPPENZAHL
AANTAL PUNTEN

PILE DENSITY
DENSITÉ DU VELOURS

POLROHDICHTE
POOLDICHTHEID

   
CLASSIFICATION

CLASSEMENT
KLASSIFIKATION

CLASSIFICATIE

UPEC

CASTOR CHAIR SUITABILITY 
CHAISE À ROULETTES

STUHLROLLENEIGNUNG
ROLSTOELGESCHIKTHEID

STAIR SUITABILITY
ESCALIERS

TREPPENEIGNUNG
TRAPPENGESCHIKTHEID

Tufting 1/10” saxony 
Tufté 1/10” saxony
Getuftet 1/10” saxony
Getuft 1/10” saxony

100% PA 6 IMPREL®

Non woven PES
Non tissé
Vlies
Felt

Action Back

Ca. 1.150 gr/m²

Ca. 2.095 gr/m²

Ca. 5 mm

Ca. 7 mm

Ca. 209 000/m²

Ca. 0.157 g/cm³

EN 1307
33 - LC4

U3s P3 E1 C0 
Certification CSTB: 10/273

EN 985
A: intensive use

EN 1963
A: intensive use

ISO 6356
≤ 2 kV

ISO 140-8
26 dB ∆Lw 

ISO 354
0.20 αw 

ISO 8302
0.09 m² K/W

ISO 105-B02
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN 13501-1
Bfl-s1 (if glued) 

EN ISO 105-X12
≥ 4

EN ISO 3018
ca. 400 cm

06/17  We reserve all rights for technical improvements.
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PG Deauville AB

4447 93 49

 ca. 23 x  ca. 23 mm
24 72 79

45

16
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PG La Baule AB

7243 94 79

 ca. 80 x  ca. 80 cm
16
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PG Le Touquet AB

9572 24 39

 ca. 49 x  ca. 49 cm
11

93
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PG Perros AB

9524 49 97

 ca. 99 x  ca. 126 cm
72 16

39
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PG Quiberon AB

4772 98 49

 ca. 66,5 x  ca.66,5 cm
24 11 16

39
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Choose to Create
CREATE YOUR OWN CUSTOM-MADE  

PERFORMANCE FLOORING
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Advantages of  
the arc edition® 

Chromojet technology

- pre-mixed spot colours
- high-resolution technology
- no screens, no limitation  

in pattern repeats
- highly flexible pattern change
- up to 5 meters width
- full colour penetration
- 5 standard colour banks  

with up to 12 colours

Chromojet technology

Chromojet is a printing system using high-speed 
valves, which are computer controlled. The pre-mixed 
pressurized spot colours are injected with high precision 
deep into the face of the pile without any machine 
parts touching the fabric. This results in deepest colour 
penetration and excellent print definition.  

Carpet printing, 
creativity without limits

Committed to quality

- quality-controlled, integrated 
production (from fibre 
extrusion to finished product)

- large choice of selected 
designs

- possibility to submit your own,  
individual design

- high-resolution Chromojet 
technology

- high-performing carpet cloths
- easy ordering and on-time 

delivery

Choose to Create

The arc edition® Choose to Create collection offers commercial 
carpets with high-resolution digital printing technology. 
Explore the nearly unlimited design possibilities and combine 
them with shades of our standard colour banks or request your 
own colours. 

Have the prints realized on 1 of our 5 different high-performing 
carpets certified with usage class 33 or usage class 32. Our team 
accompanies you every step of the project – from creation to the 
finished flooring, from order processing to on-time delivery. 

CREATE YOUR OWN INDIVIDUAL 
STYLE CARPET 

1. Choose one of the patterns presented in  
the catalogues or submit your own design.

2. Define your preferred colour combination based 
on the colour banks or ask for special shades.

3. Select a carpet cloth

FAST FACTS IN NUMBERS

- 4 or 5 meter width
- 5 different, high-quality cloths
- Usage class 32 or 33
- Fire rating Bfl-s1 if glued on Action Back
- 100% polyamide fibre IMPREL®
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Design II 
colours

DESIGN II
3001

DESIGN II
3333

DESIGN II
3501

DESIGN II
2401

DESIGN II
3434

DESIGN II
4326

DESIGN II
7201

DESIGN II
9523

DESIGN II
8501

DESIGN II
1601

DESIGN II
4901

DESIGN II
9701

Botanic 
colours

BOTANIC
3103

BOTANIC
3302

BOTANIC
3902

BOTANIC
4503

BOTANIC
5701

BOTANIC
2603

BOTANIC
7901

BOTANIC
1701

BOTANIC
6501

BOTANIC
4406

BOTANIC
9403

BOTANIC
9803

STEP 1: Choose one of the patterns presented in the catalogues 
or submit your own design.

Classic 
colours

CLASSIC
5001

CLASSIC
5201

CLASSIC
5501

CLASSIC
6401

CLASSIC
1001

CLASSIC
5301

CLASSIC
2601

CLASSIC
2301

CLASSIC
7301

CLASSIC
7701

CLASSIC
9601

CLASSIC
9801

Pure 
colours

PURE
3015

PURE
3332

PURE
3433

PURE
3923

PURE
4325

PURE
4709

PURE
9012

PURE
9336

PURE
9521

PURE
9735

PURE
4921

PURE
9820

STEP 2: Define your preferred colour combination based on the 
colour banks or ask for special shades.

Majestic 
colours

MAJESTIC
3220

MAJESTIC
2315

MAJESTIC
2525

MAJESTIC
2734

MAJESTIC
9522

MAJESTIC
7233

MAJESTIC
1023

MAJESTIC
1619

MAJESTIC
7003

MAJESTIC
7410

MAJESTIC
7917

MAJESTIC
9820
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CONSTRUCTION 

PILE MATERIAL 

PRIMARY BACKING  

SECOND. BACKING 

PILE WEIGHT 

TOTAL WEIGHT 

PILE HEIGHT 

TOTAL HEIGHT 

TUFT DENSITY 

PILE DENSITY 

CLASSIFICATION 

CASTOR CHAIR 
 SUITABILITY 

STAIR SUITABILITY 

PERMANENTLY  
ANTISTATIC 

IMPACT NOISE RATING 

SOUND ABSORPTION 

THERMAL RESISTANCE 

FASTNESS TO LIGHT 

COLOUR FASTNESS  
TO WATER 

RUBBING FASTNESS 
 

FIRE RESISTANCE

PROJECTA ab  
Tufting 5/64” cut pile 

100% PA 6 IMPREL® 

Non woven PES 

Action Back 

Ca. 630 gr/m² 

Ca. 1.600 gr/m² 

Ca. 5 mm 

Ca. 7 mm 

Ca. 378.000/m² 

Ca. 0,098 g/cm³ 

EN 1307 
32 - LC2

EN 985 
A: intensive use

EN 1963 
A: intensive use

ISO 6356 
≤ 2 kV

ISO 140-8 
ca. 24 dB ΔLw

ISO 354 
0,20 αw

ISO 8302 
0,13 m² K/W

ISO 105-B02 
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12 
≥ 4

EN 13501-1 
Bfl-s1 (if glued)

PROSPECTA new ab  
Tufting 5/64” cut pile 

100% PA 6 IMPREL® 

Non woven PES 

Action Back 

Ca. 630 gr/m² 

Ca. 1.576 gr/m² 

Ca. 4,2 mm 

Ca. 6,4 mm 

Ca. 294.000/m² 

Ca. 0,098 g/cm³ 

EN 1307 
33 - LC2

EN 985 
A: intensive use

EN 1963 
A: intensive use

ISO 6356 
≤ 2 kV

ISO 140-8 
22 dB ΔLw

ISO 354 
0,20 αw

ISO 8302 
0,09 m² K/W

ISO 105-B02 
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12 
≥ 4

EN 13501-1 
Bfl-s1 (if glued)

PROMENADE ab  
Tufting 1/10” saxony 

100% PA 6 IMPREL® 

Non woven PES 

Action Back 

Ca. 900 gr/m² 

Ca. 1.875 gr/m² 

Ca. 4 mm 

Ca. 7 mm 

Ca. 170.000/m² 

Ca. 0,143 g/cm³ 

EN 1307 
32 - LC2

EN 985 
A: intensive use

EN 1963 
A: intensive use

ISO 6356  
≤ 2 kV

ISO 140-8 
24 dB ΔLw

ISO 354 
0,20 αw

ISO 8302 
0,15 m² K/W

ISO 105-B02 
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12 
≥ 4

EN 13501-1 
Bfl-s1 (if glued)

PROGRESSA ab  
Tufting 1/10” saxony 

100% PA 6 IMPREL® 

Non woven PES 

Action Back 

Ca. 1.150 gr/m² 

Ca. 2.095 gr/m² 

Ca. 5 mm 

Ca. 7 mm 

Ca. 209.000/m² 

Ca. 0,157 g/cm³ 

EN 1307 
33 - LC4

EN 985 
A: intensive use

EN 1963 
A: intensive use

ISO 6356 
≤ 2 kV

ISO 140-8 
26 dB ΔLw

ISO 354 
0,20 αw

ISO 8302 
0,09 m² K/W

ISO 105-B02 
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12 
≥ 4

EN 13501-1 
Bfl-s1 (if glued)

PROVIDER ab  
Tufting 1/10” saxony 

100% PA 6 IMPREL® 

Non woven PES 

Action Back 

Ca. 1.400 gr/m² 

Ca. 2.320 gr/m² 

Ca. 6 mm 

Ca. 8 mm 

Ca. 237.000/m² 

Ca. 0,173 g/cm³ 

EN 1307 
33 - LC5

EN 985 
A: intensive use

EN 1963 
A: intensive use

ISO 6356 
≤ 2 kV

ISO 140-8 
26 dB ΔLw

ISO 354 
0,20 αw

ISO 8302 
0,17 m² K/W

ISO 105-B02 
≥ 5-6

EN ISO 105-E01 
≥ 4-5

EN ISO 105-X12 
≥ 4

EN 13501-1 
Bfl-s1 (if glued)

EN14041

www.baltamediabank.com
R<>Z L e
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Textile Floor Covering EN1307
Notified body 2401

DOP: 1011#IE0ABV

Balta Industries - Kanegem-
straat 15 - BE 8700  Tielt
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STEP 3: Select a carpet cloth

OPTIONS: backing options ‘ULTRATEX’ and ‘POWERBACK’ available 06/17  We reserve all rights 
for technical improvements.

References
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POLYAMIDE IMPREL®
All products of this collection are made  
from 100% high-quality polyamide 6  
IMPREL® fibres for best performance  
and elasticity.

PRODIS & GUT
All products are tested by independent laboratories on:
 - VOC emissions and chemicals (GUT test)  

- Usage classification (EN test)

PROFESSIONAL USAGE CLASS
These symbols indicate the two different professional 
usage classes: 
Class 32 General Contract 
Class 33 Intensive Contract

ADDITIONAL ATTRIBUTES
Antistatic, suitable for underfloor heating, castor chairs 
professional use,  stairs professional use, fastness to 
light, resistance to fraying.

THE CE-LOGO
The CE-logo shows that the product is in conformity 
with the European standards for con-struction material 
(EN 14041) and the European requirements for textile 
floor coverings (EN 1307).

Committed to quality

FG

Legipj

TR

Z

FIRE-RESISTANT
All products offer fire resistance Cfl-s1 or Bfl-s1 in 
accordance with EN 13501-1. 

SECURE
arc edition® performance flooring reduces the risk  
of slipping. 

SUITABLE FOR ALLERGICS
All polyamide products are certified as ‘suitable for 
allergics’ by the TÜV Institute. 

IMPROVED INDOOR AIR QUALITY
arc edition® performance flooring takes up fine 
dust and helps to improve indoor air quality. The 
German Allergy and Asthma Association, DAAB, 
recommends textile flooring as best option to  
reduce fine dust in house. 

ENERGY SAVING
Save heating costs with the energy-saving products
designed by arc edition®.

IMPROVED INDOOR ACOUSTICS

All products offer excellent impact sound insulation & 
sound absorption characteristics. 

WEBSITE & APP

�	Selection of high-quality in-stock  
commercial flooring

�	Styles and colours for wide-ranging applications
�  View Custom-Made printed flooring
�  Submit personalized patterns or colours
�  Download section featuring technical specifications, 

certificates, references and guidelines 
�  Order free samples dispatched the next working day

www.arcedition.com
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Talk to us about your next project.  
info@arcedition.com
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Balta Industries nv - Division ITC
Kanegemstraat 15 - B-8700 Tielt - Belgium

T +32 (0)51 42 44 11 - F +32 (0)51 42 44 85 - info@arcedition.com  

www.arcedition.com


